
PRODUCT DESCRIPTION
optibelt VARIO POWER VARIABLE SPEED BELTS 

RAW EDGE, MOULDED COGGED / DOUBLE-COGGED – DIN 7719 / ISO 1604

optibelt VARIO POWER variable speed belts – 
raw edge, moulded cogged

Dimensions

Application areas

optibelt VARIO POWER variable speed belts – 

Dimensions

optibelt VS variable speed belts – wrapped
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STANDARD RANGE
optibelt VARIO POWER VARIABLE SPEED BELTS –  

RAW EDGE, MOULDED COGGED  

DIN 7719 / ISO 1604

Standard production data
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Tolerances

 
 

 13 x 5
 

  500 
    
 17 x 5

 
 

  536 W 16  560 
  570 W 16  600 
  606 W 16  630

  776 W 16  800 
 
 21 x 6
  530 W 20  560 
  600 W 20  630 

 
  675 W 20  710 
  770 W 20  800

 
 

  1220 W 20 1250 
 
 22 x 8

 
  525 
  565 
  650 
  700

  750 
  800 
  850 

 

 1000 
 1060 
 1185 
  
 

  26 x 8
 

  672 W 25  710 
  710 W 25  750 

 
  762 W 25  800

 
 
 

 1082 W 25 1120 
 
 28 x 8
  600 
  650 
  700 
  750 
  800

  850 
 
 

 1000 
 1060

 1120 
 1180 
 1250 
 1320 

 1500 
 
  30 x 10
  650 
  665 
  700 
  800 
  850

  875 
 
 

 1000 
 1035

 1120 
 1200 

 
 1500 
 1600

  47 x 13
 1000 
 1060 
 1120 
 1180 
 1250

 1320 
 

 1500 
 1600 
 1700

 1800 
 
  52 x 16
 1180 W 50 1250 
 1250 W 50 1320 

 
 

 1525 W 50 1600

 1600 W 50 1680 
 1725 W 50 1800 

 
 
 

 
  55 x 16

 
 1500 
 1600 
 1700 
 1800 
 
  65 x 20
 1706 W 63 1800 

 
  

  70 x 18
 1600 
 1700 
 1800 

 
 2000

 
 2500

  32 x 10
 
 
 
 

 
 
 
 

 
 

  
  37 x 10
  660 
  800 
  850 

 

 1000 
 1020 
 1060 
 1120 
 1180

 1250 
 1320 

 
 1500 
 1600

 1700 
 1800 
 
  41 x 13

 
 
 
 

 
 
 
 

 
 

 
  


