
POLYAMIDE 6 SOLID WHEELS
FOR EXTRA-HEAVY LOADS

Description

Polyamide 6 solid wheels for loads up to 1500 kg, hardness 70 Shore D.

Hub with shielded ball bearings with interference assembly in the seats. 
The wheel is also available without bearings.

mm mm kg COD. kg COD. mm mm. mm mm daN daN daN

200 50 1,42   682126 1,12   683326 20 58 52 15 2250 650 1500

200 50 1,36   682136 1,12   683326 25 58 52 15 2250 650 1500

Static 4 km/h

Available with brackets: Heavy-duty brackets with hardened ball race grooves PT, Extra-heavy duty brackets EP, 
Electrowelded brackets EE MHD, Twin electrowelded brackets EEG HD.

Heavy-duty brackets with hardened ball race grooves PT - max carrying capacity 900 daN

mm mm kg COD. kg COD. kg COD. mm mm mm mm mm mm daN

200 50 3,74   682906 2.88   685386 4,32   682916 250 140x110 105x80 11 70 126 900

4 km/h

1) Top Plate: electrolytically galvanised steel plate
2) Fork: electrolytically galvanised steel plate
3) Ball Race Ring: electrolytically galvanised steel plate
4) Dust Seal: dark green polyamide 6
5) Swivel actions: double ball ring with grease lubrication
6) Ball race: hardened carbon steel grooves
7) King pin: steel screw, class 8.8 and stainless steel nut
Available with rear adjustable brake



Extra-heavy duty brackets EP - max carrying capacity 1000 daN

mm mm kg COD. kg COD. kg COD. mm mm mm mm mm mm daN

200 50 4,08   682926 3,77   682936 4,63   682946 250 135x110 105x80 11 70 126 1000

4 km/h

1) Plate: white galvanised forged steel
2) Fork: white galvanised forged steel
3) Lower bearing protection ring
4) Dust seal: orange polyethylene
5) Swivel actions: axial ball bearing and tapered roller bearing
6) King pin: integrated with the machine-processed plate
Available with adjustable total rear foot brake

Electrowelded brackets EE MHD - max carrying capacity 1500 daN

mm mm kg COD. kg COD. kg COD. mm mm mm mm mm mm daN

200 50 4,58   682956 3,36   682966 5,39   682986 250 135x110 105x80 11 70 157 1500

4 km/h

1) Plate: forged steel with integrated pin
2) Fork: deep-drawn legs electro-welded to the flange
3) Swivel actions: axial ball bearing and tapered roller bearing
4) Grease nipple
5) Anti-loosening system nut
Available with adjustable total rear foot brake

Twin electrowelded brackets EEG HD - max carrying capacity 2000 daN

1) Plate: forged steel with integrated pin
2) Fork: deep-drawn legs electro-welded to the flange
3) Swivel actions: axial ball bearing and tapered roller bearing
4) Grease nipple
5) Anti-loosening system nut

mm mm kg COD. kg COD. mm mm mm mm mm daN

200 50+50 13,64   682996  8,64   682998  285 200x160 160x120 17 65 2000

4 km/h
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For any questions please contact: tel. 0039-059.410253-208 - e-mail: comm.estero@tellurerota.com 


